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High Definition Light High Definition Light

Non-Standard Models (specified at purchase)
These options are not fitted as standard. They need to be specified and paid for when a 
light is ordered. They cannot be retrofitted.

60°

350o
Height-
Adjustable
Turn the locking  
wheel anti-clockwise 
to unlock the arm  
and tighten  
clockwise to lock 
it in position.

Getting Started
Your light is ready to plug in and use. Use the 
standby switch located on the handle and 
the dimming wheel on the lamp head.

Safety
Please contact us if there is any cable 
damage. Do not attempt a repair. Indoor 
use only.

Standby Mode
When on standby, the red light on the 
handle switch will normally be illuminated. 
You can turn it off by pressing and holding 
the switch for three seconds. To reinstate 

it, switch the light off and press the switch 
again for three seconds. It is normal to leave 
the light on standby when not in use.

Dimmer
Roll the dimming wheel on the back of the 
lamp head. Five indicator lights show the 
brightness setting.

Memory
When turning the light off and back on using 
the standby switch or at the mains, it will 
remember your last setting and return to 
the same brightness level.

Cordless
The light is delivered fully charged to give 
8 hours of use. There is no loss of light as 
the battery drains. Recharge using the HD 
Charging Plug. While charging, a red light is 
visible on the plug. Once charged this turns 
green. The charging 
point is on the light 
base. A full recharge 
takes approximately 
3 hours.
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Flexible Arm
Bend the stay-put 
flexible arm to direct 
the light beam.

Swivel 
joint

Beam Width 
Adjustment
The beam angle 
can be adjusted 
from 15° to 36°. 
To increase the beam-
width turn the beam 
adjustment 
wheel 
clockwise 
with the light facing down.

The plug-in driver 
is detachable. The 
plug-type is also 
interchangeable to fit 
international sockets. 
Press the removal 
button and twist the 
fitting. Click the alternative 
into place. 

Removal 
button

Changing 
the Light 
Engine
Disconnect 
from power 
and allow to 
cool. Pull the two 
tabs on 
the shade 
to release the magnets 
which hold it in place.

To replace the light-engine, offer it up to 
the body ensuring the two tabs are in line 
and push into the lamp head to engage the 
magnets. Do not attempt to disassemble 
the light engine.

We recommend that the light engine is 
replaced every 8 years. The recommended 
replacement date is recorded on the 
light engine. 
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